ENERAL NOTES

1. ALL MATERIALS AND METHODS SHALL BE IN ACCORDANCE WITH STANDARD SPECIFICATIONS FOR ROAD AND
DBRIDGE CONSTRUCTION, ADOPTED JANUARY ST, 2012, )

2. CONTRACTORS SHALL CONTACT EACH UTILITY COMPANY PRIOR TG CONSTRUCTION. ANT DAMAGE CAUSED
TO EXISTING UTILITIES SHALL BE THE CONTRACTORS RESPONSIBILITY AND CONTRACTOR SHALL LEND ALL
PCSSIBLE ASSISTANCE IN RESTORING SERVICE.

3. NOT ALL OF THE GAS, POWER OR TELEPHONE LINES, WERE ABCVE OR BELOA GROUND, HAVE BEEN SHOWN
ON THE PLANS., THE LOCATION OF EXISTING UNDERGROUND UTILITIES, SUCH AS GAS OR WATER TMAINS,
ETC.., AS SHOWN ON THE PLANS WAVE BZEN DETERMINED FROM THE 3EST AVAILABLE INFORMATION AND ARE
GIVEN FOCR THE CONVENIENCE CF THE CONTRACTOR. THE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR
ALl UTILITIES, WHETHER SEOWN OR NOT, AND MUST REALIZE THAT THE ACTUAL LOCATIONS AND THOSE SHOWN
MAY BE DIFFERENT. :

4. INTERRUPTION OF UTILITY SERVICE 19 NOT EXPECTED. HOWEVER, IF INTERRUPTION OF ANY UTILITY
SERVICE 1S NECESSARY, THECONTRACTOR SHALL GIVE AT LEAST ONE DAY NOTICE TO CUSTOMERS INVOLVED
AND SHALL USE ALL HIS RESOURCES TO MINIMIZE INTERRUPTION. :

5. ALL DISTUEBED AREAS SHALL BE GRADED TC PROVIDE POSITIVE DRAINAGE, CULVERTS, FIELD TILES AND
OTHER DRAINAGE FACILITIES DAMAGED DURING CONSTRUCTION SHALL BE REPLACED BY CONTRACTOR AT NO
ADDITIONAL. COST TO THE VILLAGE,

6. ANY PERPMANENT SURFACE, STREET, DRIVEWAY, OR SIDEWALK DAMAGE BY CONTRACTOR SHALL BE
REPAIRED BY CONTRACTOR. '

SLOPE SIDEWALK AT TN, 0.5%, MAX. 1.5%

CROZG-GLOPE TOWARD STREET PORTLAND CEMENT CONCRETE SIDEWALK, 7"

THICK. :

COMPACTER DEPTH CA-6 (IMESTONE 10 90%
MAX DRY DENSITY PER ASTM Deo8

COST FCR THIS iTEM WILL BE INCLUDED N
CONSTRUCTION OF P.C.C. SIDEWALK 7.
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P.C.C. SIDEWALK

TYPICAL DRIVEWAY SECTION

SLOPE SIDEWALK AT TMiN. 0.5%, MAX. i.5%

CROSS-SLOPE TOWARD STREET PORTLAND CEIMENT CONCRETE SIDEWALK, 5"

THICK IDOT CTLASS St CONCRETE

/ /‘”SUB-BASE GRANULAR MATER:AL TYPE A; 4"
/ COMMPACTED DEPTH CA-6 LIMESTONE TO 95%
/ MAX DRY DENSITY PER ASTM D228,
COST FOR THIS ITEM WIiLL BE INCLUDED IN
CONSTRUCTION OF P.C.C. SIDEWALK 5%

4.0'

SUMMARY OF QUANTITIES

CODE # ITEM DESCRIPTION
20100210 TREE REMOVAL (OVER 5 UNITS DIAMETER)
42300100 PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 5 INCH
42400200 PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH
42400400 PORTLAND CEMENT CONCRETE SIDEWALK 7 INCH
424008600 DETECTABLE WARNINGS
44000200 DRIVEWAY PAVEMENT REMOVAL
44000200 CURB REMOVAL
44000600 SIDEWALK REMOVAL

A BEI09210 WATER VAL VES TO BE ADJUSTED
67100100 MOBHIZATION
72000100 SIGN PANEL - TYPE |
TRA00200 METAL POST - TYPE B

A 78001130 PAINT PAVEMENT MARKING - LINE 6"

TREE TRIMMING

X2500900 SEEDING, CLASS | (SPECIAL)
X7240500 RELOCATE EXISTING SIGNS
Z0004544 HOT-MIX ASPHALT DRIVEWAY PAVEMENT REMOVAL

PROPOSED F.C.C. CONCRETE
SIDEWALK AND RAMP

)

EXISTING CURE
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SAW CUT AS CLOSE TO CURB AS POSSIBLE
REPLACING WITH DZTECTABLE WARNING SURFACE
\ AND ADA ACCESSIRLE RAMP.
MINIMUTT DEPTH = 2/3 OF EXISTING PAVING,
UNDISTURBED EARTH COSTS BEING INCLUDED IN THE PRICE FOR CURB REMOVAL.
P.C.C. SIDEWALK
TYPICAL SECTION
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